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GD 2800-3205 FM, GD 3205 F 

PTO = 1000 rpm, clockwise seen from the rear. 

 

GXF 3205-3605 P 

PTO = 1000 rpm, clockwise seen from the rear. 

 
 

CM 265-305F 

PTO = 1000 rpm 
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adjusted with throttle valve 
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Lowering speed can be 
adjusted with throttle valve 
 

75-85 mm / 200-220 mm 
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GX 2402-3202, 2402-3202 SM, 2405-3205, 2405-3205 SM, CM 305 

PTO = 540 / 1000 rpm 

  
 

GX 7005, GX 9005, GX 9005 SM 

PTO = 1000 rpm 

 
 

SB 200-240, SB 2402-2802, CM 170-190 

PTO 540 rpm 

 

10-20 mm 

 

 

Ca. 2/3 

90 

600-650 mm in both 
sides, measured in 

transport position Ca. 1/3 

 
90 

GX 7005: 550-600 mm 
GX 9005: 600-650 mm 

 
 

90 
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SM 2805, SM 3205 

PTO = 540 rpm 
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Bolt E approx. in 
the middle of 
oblong hole 
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Lifting speed can be 
adjusted with throttle 
valve 
 

Please note the 

transport height! 

Relief can only be adjusted in 
transport position. Put pin A 

through bolt B and bar C 
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GMS 2800-3600 FLEX/TS, GMS 2802-3202 FLEX/TS, GMS 280/320, GFS 3205 
FLEX/TS 

PTO = 1000 rpm / (540 rpm) 

   

  
 
 
 

Approx. 

50 kg (x2) 

+kg 

Ap. 100 kg 

+ kg 

+kg 

 

Standard 

High 

GMS / GFS 

Adjust with drawbar in centre position and 
cutting unit lowered all the way to the ground. 
 

Approx. 100 kg 
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GMT 3205-3605 FLEX P/R/S 

PTO = 1000 rpm 

 
 
  
 
 

 

 

Adjust with drawbar in centre position and 
cutting unit lowered all the way to the ground. 
 

Ap. 100 kg 

+ kg 

+kg 

Approx. 

50 kg (x2) 

+kg 

Standard guide shoes 

High guide shoes 

Approx. 100 kg 
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GMS 4802 In Line / Dual Line 

PTO = 1000 rpm 

 

Approx. 

70 kg (x2) 

+kg 

 

Standard 

High 

GMS / GFS 

Stubble height 
Pos. 5 

 

Top Safe springs 

level with pos. 3 
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GXT 12005 / 12005 SM / 13005 P /15005 SM 

PTO =1000 rpm 

  
 
 
 
 
 
 
 
 
 

Trailer approx. 
horizontal 
 
 
 

Approx. 350 mm 

Relief 

30 mm 

Stubble height 

Pos. 5 

Top Safe 
Approx. 80 

mm 


